BODY MARK Fig No: WARREN-1010C

23
© = MATERIAL LIST
NO. PART NAME MATERIAL QTY
STAINLESS STEEL
1 BODY ASTM A351-CF8M 1
2 CAP ASTM A351-CF8M 1
on 3 BALL ASTM A351-CF8M 1
=Tz . 4 STEM ASTM A276-316 1
T J m Fig:1010C 5A | SEAT(1) RPTFE 1
o 5B | SEAT(2) RPTFE 1
THRUST WASHER PTFE 1
STEM PACKING PTFE 1SET
PACKING WASHER AISI SS304 2
9 HANDLE AISI SS304 1
10 | LOCKING PAD AISI SS304 1
1 HANDLE COVER PLASTIC 1
12 | SPRING WASHER AISI SS304 1
< 13 | NUT AISI SS304 1
J
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DIMENSIONS unit:inch
Y, 77//] SIZE PORT| A M G L E H  [CV(GPM)TORQUE(LBF-IN)| WEIGHT(LBS)
DN8 1/4" 0.20 | 0.67 [ NPT | 0.37 | 1.54 | 2.76 | 1.18 | 3.1 17.7 0.13
5B 3 @ G DN10 3/8" 0.28 [ 0.82 [ NPT [ 039 [ 1.75 |1 284 | 129 | 54 2213 0.22
DN15 172" 0.36 | 0.98 | NPT | 0.57 | 219 | 3.82 | 1.50 1 26.55 0.35
L DN20 3/4" 049 [ 1.24 | NPT | 0.58 | 245 | 3.82 | 1.63 | 21 354 0.53
DN25 1" 0.59 | 1.51 | NPT | 0.60 | 2.71 | 449 | 1.89 38 53.11 0.93
STEAM RATING: TEST PRESSURE: APPLICABLE STANDARDS: DN32 [ 1-1/4" | 0.79 | 1.85 | NPT | 0.65 | 3.08 | 449 [ 2.06 | 58 70.81 1.32
150 PSI WSP Shell (by Water), 1200 Psig NPT Threads To ANSI B 1.20.1 DN40 | 1-1/2" | 0.98 | 2.09 | NPT [ 0.67 | 3.40 | 5.49 | 2.26 | 92 106.21 1.85
Seat (by Air), 80 Psig Inspection Per API 598 DN50 2" 1.26 | 257 | NPT | 0.87 | 4.04 | 549 | 250 | 159 | 141.62 2.95
APPROVED BY| CHECK BY. DRAWN BY. DRAWINGNO. MATERIAL UNIT DESCRIPTION
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