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gate valve
cast iron - 16K

TECHNICAL DATA

TECHNICAL FEATURES
1	 body	 cast iron
2	 bonnet	 cast iron
3	 stuffing box	 cast iron
4	 disc	 cast iron
5	 handwheel	 cast iron
6	 valve seat of body	 bronze / ss
7	 valve seat of disc	 bronze / ss
8	 screwed piece	 bronze / ss
9	 guide bush	 bronze / ss
10	 guide bush	 bronze / ss
11	 packing gland	 bronze
12	 indicator	 brass
13	 indicator plate	 brass
14	 stem	 brass / ss
15	 stud bolt	 steel
16	 stud bolt	 steel
17	 stud bolt	 steel
18	 taper pin with thread	 stainless steel
19	 hexagon nut	 steel
20	 hexagon nut	 steel
21	 hexagon nut	 steel
22	 hexagon nut	 steel
23	 hexagon nut	 steel
24	 machine screw	 steel
25	 split pin	 brass
26	 packing	 non asbestos
27	 gasket	 non asbestos
28	 gasket	 non asbestos
29	 washer	 steel
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DIMENSIONS

			  Max. working pressure
Fluid Condition		  JIS 16K
			   300 to 400A

Oil and pulsation water		  1.57(16)

fluid condition & max. working Pressure

300A

350A

400A

300

335

380

480

540

605

430

480

540

16-27

16-33

16-33

36

38

42

490

540

610

1010

1070

1185

430

580

780
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